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7811SG FLEXCOAT S     
RUBBER ROOF COATING  

 
  
 
Basic Description 

 
7811SG Flexcoat S Rubber Roof Coating is a spray grade one-component high performing elastomeric 
protective coating formulated from high quality polymers in a solvent solution. Flexcoat S provides a 
flexible waterproof protective coating. Flexcoat S is designed to control corrosion, and endure years of 
weather extremes without peeling or cracking, extending the service life of new and existing roofs.  

  

                       Features: 
• Cures to a tough flexible elastic film 

• Seals and waterproofs extending service life of roof 

• Superior aging and weathering characteristics 

• Excellent corrosion resistance, and long-term UV protection 

• Reduce cooling costs in hot environments 

• UV stable will not fade or crack 

• Available in various colours 
 

Physical Properties  
 
  Colour       -  White and Silver 
  Density        -  1.02 
  Solids     -  47 ± 1% 
  Viscosity @ 25°C     3400 cps  
  Approximate coverage                  -   80-100ft² per 3.78L (1 US gallon) per coat 
  Wet Film Thickness   -             16-20 mils 
  Dry to Touch                            -  2 hours @ 25o C 
  Dry to Firm       -   24 hours 
   

Technical Data 
 
 

Elongation ASTM D412                  -  518% 
Tensile Strength ASTM D412         -   1509 psi 
Permeance ASTM E96  -   0.158 perms @ 10 mils 
Low Temp. Flex ASTM D522    -   Pass 
Fungus Resistance ASTM G21      -   Pass 
Water Swell ASTM D471               -   0% Pass            
Accelerated Weathering ASTM D4798    -             Pass (1000 hrs)  
Wind Driven Rain TT-C-555B         -   Pass 
Solar Reflectance ASTM C1549     -   88.5% 

                          Solar Reflectance Index ASTM E1980 -             112 
Thermal Emittance ASTM C1371            -             0.88 
 
Wet Adhesion ASTM C794/D903 Metal*    - Pass 
  SBS Modified Bitumen   - Pass 
  APP Modified Bitumen - Pass 
  Smooth BUR  - Pass 
  TPO   - Pass 
  EPDM   - Pass 
  SPUF (Foam)  - Pass 
  Hypalon  - Pass 
 
*Metal substrates include Cold Rolled Steel (CRS), Galvanized Metal, and Aluminum 
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Surface Preparation 
 

Surface should be free of moisture, frost, dust, oil or other contaminants. Wipe surface with solvent 
dampened cloth or wash with T.S.P. (trisodium phosphate), and medium to high pressure water. Oxidized 
or loose rusted metal surfaces must be wire brushed.  
 
Ensure all seams, cracks, or loose fittings are sealed with Flexcoat seam sealer. Any gap over ¼” reinforce 
Flexcoat seam sealer with polyester or glass cloth. 

 
 

Application 
 

Flexcoat S is best applied when ambient air and substrate temperatures are within 8° - 37°C (50°-100°F). 
 
For spray application maintain product temperature at or above 15°C 
 
Flexcoat S Rubber Roof Coating can be sprayed, brushed or rolled. Best results can be achieved with an 
airless spray system. 

 
Recommended coverage for Flexcoat S is 80-100 ft²/ gallon per coat. Wet Film Thickness (WFT) should be 
16 -20 mils. 

 

Precautions 
 
Provide adequate ventilation when used in confined areas. Isolate from heat, electrical equipment, sparks 
or flames. Avoid repeated or prolonged contact with skin. Wash thoroughly with soapy water after using. 
 

Limitations 
   

7811SG cannot be applied to wet surfaces. Trapped water will cause some blistering when the surface is             
heated by the sun.  Do not use on asphalt surfaces. Do not thin. 
 

 

Warranty 
 
                        Innovative Manufacturing Inc. strives to manufacture the highest quality products using selected raw 

materials, manufacturing methods and testing procedures. All products are warranted to be of uniform 
quality within manufacturing tolerance. Since no control is exercised over the end use of the product, no 
warranty, expressed or implied is made to the effects of such use. Seller's and Manufacturer's obligation 
under this warranty shall be limited to refunding the purchase price of that portion of the material proven to 
be defective. 
 
 


